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Elcometer 134A Chloride Ion Test Kit for Abrasives  

Elcometer 134A Chloride Ion Test Kit 
for Abrasives  
Chlorides deposited on a surface by 
contaminated abrasive during blasting 
can cause a coating to fail prematurely. 
Contamination can build up - particularly 
if the blast media is recycled several 
times. 
 
The Elcometer 134A is an easy to use, 
accurate field test which allows you to 
determine if your abrasive is 
contaminated with chlorides and thus 
prevent costly surface related failures. 
 
Chloride Ion testing can now be 
achieved quickly and accurately using a 
novel extraction method, based on the 
CHLOR*EXTRACT™ solution  
 
The Elcometer 134A is also an ideal test 
kit for determining the chloride content 
of concrete - simply drill a hole into the 
concrete, collect the waste material and 
test in the same way. 

www.elcometer.com 

Can be used in accordance with:  

BS EN ISO 11127-6 BS EN ISO 11127-7 

BS 7079-F16 BS 7079-F17 

Elcometer 134A Chloride Ion Test Kit for Abrasives  

At a glance 
• Fast accurate field test for measuring 

Chloride content of abrasives or 
concrete substrates. 

 

Surface Cleanliness 

Surface Cleanliness 
Surface contamination from 
salts such as chlorides, 
sulphates and nitrates have 
been shown to lead to 
blistering of organic coatings, 
particularly in immersion 
conditions.  
 
It is not sufficient to measure 
the cleanliness of the 
substrate. In a multi-layer 
coating process, it is 
necessary to monitor and 
record the cleanliness of each 
layer prior to applying the next 
coating. When using amine 
cured epoxy coatings, for 
example, in low ambient 
temperatures or in high 
humidity, a surface oiliness or 
exudate may cause          
inter-coating adhesion failure. 

Measuring Range 3 – 50ppm (µg/cm2) 

Scale Resolution 1ppm 

Sampling Time 1.5 minutes 

Tests per Box 4 

Colour Change Pink to White 

Storage Conditions 25°C (77°F) 

Kit Weight 367g (13oz) 

Kit Dimensions 
185 x 125 x 110mm 

(7 x 5 x 4.5") 

Part Numbers E134----2 

The Elcometer 134 units do not require the use of needles or contain mercury. 
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